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1. Change TCP/IP Properties For Fixed IP Address Systems in CGHNETWORK to Active Directory Domain Values

a. NT or Win 98

i. Open TCP/IP Properties for the network adapter.

ii. Control Panel/Network/Protocols Tab/TCP/IP   

iii. Change the settings indicated below.  Old values in these fields must be cleared.  Reboot will be required to activate changes.

1. DNS Tab:

a. Domain:  snet.healthalliancecny.org

b. DNS Service search order:   1XX.1.0.4; 1XX.64.1.31

2. WINS Addresses Tab: 

a. Primary WINS Server:       1XX.64.1.30

b. Secondary WINS Server:  1XX.32.1.30 

iv. Click OK buttons to close out of TCP/IP properties

b. Windows 2000

i. Open TCP/IP Properties for Network Adapter.  

ii. R-Click My Network Places/Properties/R-click Local Area Connection/Properties/Double-click Internet Protocol(TCP/IP) under Components checked are used by this connection.  

iii. Change Settings as indicated below.   Old values in these fields must be cleared.  A reboot should not be required to implement changes.

1. General Tab:

a. Click Advanced Button

2. DNS Tab:

a. DNS server addresses in order of use:  1XX.1.0.4;  1XX.64.1.31

b. Click  “Append primary and connection specific DNS suffixes” radio button.

c. Check  “Append parent suffixes of the Primary DNS suffix”

d. Check  “Register this connection’s address in DNS” 

3. WINS Tab:

a. Wins addresses, in order of use:  1XX.64.1.30;  1XX.32.1.30

iv. Click OK buttons to close out of TCP/IP properties.

